
Specifications

DW-LDS-175Y- / LDS-175T-
DW-LDS-275Y- / LDS-275T-
DW-LDS-375Y- / LDS-375T-
DW-LDS-475Y- / LDS-475T-
DW-LDS-800Y- / LDS-800T-
DW-LDS-1075Y- / LDS-1075T-

DW-LDS-175GY- / LDS-175GT-
DW-LDS-275GY- / LDS-275GT-
DW-LDS-375GY- / LDS-375GT-
DW-LDS-475GY- / LDS-475GT-
DW-LDS-800GY- / LDS-800GT-
DW-LDS-1075GY- /DW-LDS-1075GT-

DW-LDS-175HY-
DW-LDS-275HY-
DW-LDS-375HY-
DW-LDS-475HY-
DW-LDS-800HY-
DW-LDS-1075HY-

Model

Temperature & Humidity Temperature & Humidity & Light Temperature & Light

65°C Without Illumination:4 °C With Illumination:10 °CTemperature Range

Temperature Fluctuation

Temperature Uniformity 2 °C

Humidity Range(RH) 30 95% None

Humidity Stability(RH) 3%

Temperature Resolution 0.1°C

Illumination 6000 LX adjustableNone

Illumination Difference < 500 LX

Timing Range 1 99 hours/period

Adjustment Balance temperature adjustingBalance temperature and humidity adjusting

Imported compressorCooling System

Y: Programmable (LCD display)
T: Programmable (touch screen)

GY: Programmable (LCD display)
GT: Programmable (touch screen)

HY:Programmable
(LCD display)

Controller

Sensor PT100PT100 Capacitance sensor

Ambient Temperature RT+5 °C

Power Supply AC 220 ±10% 50HZ

Power Rating(W) 1400/1950/2600/2800/3000/3200 1650/2200/2700/2900/3100/3300 1300/1750/2400/2600/2700/2800

Chamber Volume(L) 175 275 375 475 800 1075

Chamber Size(WxDxH)mm 450x420x930; 580x510x935; 590x550x1160; 700x550x1250 965x610x1370 950x700x1600

Shelf

Printer Yes

www.drawell.com.cn


	11.DW-LDS-N-Medicine-Stability-Testing-Chamber-1
	11.DW-LDS-N-Medicine-Stability-Testing-Chamber-2

