
DW-LWO Series Shaking Water Bath

◆ This series of products is a new generation of products.

LWO-A type: with rotary oscillation function.

LWO-B type: it has two kinds of oscillation functions: rotating and reciprocating. 

LWO-C type: with reciprocating oscillation function.

◆ The tank is made of high-quality steel plate with electrostatic spraying on the surface. 

The tank is made of technical stainless steel which is clean and corrosion resistant.

◆ The heating adopts stainless steel electric heating tube, with high safety and thermal efficiency. The heat insulation layer is 

filled with high-quality heat preservation material, which has better adiabatic heat preservation performance.

◆ Temperature control using microcomputer technology, LED digital display, 

accurate and reliable, with timing, over-temperature alarm device.

◆ Oscillation adopts stepless speed regulation, stable operation. 

The fixture adopts stainless steel spring universal fixture, easy to use.

◆ The water in the tank is heated by the electric heating tube,

 indirectly heating the goods, its temperature rise and fall than other 

direct type of slow change, can play a better thermostat effect.

 Features
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 Specifications

Swing amplitude (MM)
Temperature control range (℃)
Temperature fluctuation
Temperature uniformity
Frequency Range (r/min)
Power Rating(W)
Rocker plate size (CM)
Overall dimensions (CM)
Chamber size (CM)
Shaking Mode
Operating power
Timing range

Model DW-LWO-A
30

DW-LWO-B
24

DW-LWO-C
30

50~280

1550

50~220

1300

50~280

1550

Room temperature +3~100
±0.5°C
±0.5°C

220V,50Hz
0 to 9999min

44*33

71*46*43
46*39*15
Rotatory

70*46*45
50*41*17
Rotatory/ Reciprocating

71*46*43
85*64*59
Reciprocating


